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REVIZNÍ DVÍŘKA
Do sádrokartonu nebo pod obklad

Hliníková revizní dvířka do sádrokartonu

Výkres Obj. č. Typ
Rozměry (mm)

Bal./ks  
H B H1 B1 L

1008204 DG 200x200 260 260 196 204 15 1

1008205 DG 300x300 360 360 296 304 15 1

1008206 DG 400x400 460 460 396 404 15 1

1008207 DG 500x500 560 560 496 504 15 1

1008208 DG 600x600 660 660 596 604 15 1

Nerezová revizní dvířka pod obklad

Výkres Obj. č. Typ
Rozměry (mm)

Bal./ks  
H B H2 B2 L

1009866 DKP 150x150 156 156 145 145 30 1

1009867 DKP 150x200 206 156 195 145 30 1

1009869 DKP 150x300 306 156 295 145 30 1

1009870 DKP 200x200 206 206 195 195 30 1

1009871 DKP 200x250 256 206 245 195 30 1

1009872 DKP 200x300 306 206 295 195 30 1

1009873 DKP 200x350 356 206 345 195 30 1

1009874 DKP 200x400 406 206 395 195 30 1

1009875 DKP 200x450 456 206 445 195 30 1

1009876 DKP 200x500 506 206 495 195 30 1

1009877 DKP 250x250 256 256 245 245 30 1

1009878 DKP 250x300 306 256 295 245 30 1

1009879 DKP 250x350 356 256 345 245 30 1

1009880 DKP 250x400 406 256 395 245 30 1

1009882 DKP 300x350 356 306 345 295 30 1

1009883 DKP 300x400 406 306 395 295 30 1

1009884 DKP 300x450 456 306 445 295 30 1

1009885 DKP 300x500 506 306 495 295 30 1

1009886 DKP 400x400 406 406 395 395 30 1

DG
 Vhodné pro sádrokarton
 speciální mechanismus

 otevírání
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Applications

• Designed for plasterboard walls and ceilings 
12.5 and 15 mm thick.

• Enable quick and convenient access to 
concealed equipment and utility lines.

• Suitable for high-humidity areas.

• Protected by national patents worldwide.

Design

• The main structural frame and panel frame 
are made of aluminum profile.

• The special mechanism ensures secure 
locking, large-size doors are equipped with 
double locks.

• Left or right-side opening.

• Press gently to open and close.

• A wide range of sizes.

• Custom sizes are available upon request.

Mounting
• The doors are attached to aluminum profiles 
on self-tapping screws and flushed up with 
plasterboard on the front.

• Universal mountings for left or right-side 
opening.

• Easy servicing.

DG series

Access doors for plasterboard 
applications

The special mechanism provides 
for secure locking

Sample Installations

Model
Dimensions, mm

H/B H1/B1 B2 L L1 Number of locks

DG 200х200 260 196 204 15 55 1
DG 300х300 360 296 304 15 55 1
DG 400х400 460 396 404 15 55 2
DG 500х500 560 496 504 15 55 2
DG 600х600 660 596 604 15 55 2

Dimensions

ACCESS DOORS
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Applications

• Designed for wall installation and ceramic
tile attachment.

• Enable quick and convenient access to
concealed equipment and utility lines.

• Concealed mounting for esthetic 
appearance.

• Suitable for high-humidity areas.

• Protected by national patents worldwide.

Design

• The PVC profile frame contains magnets and
hides the tile-to-tile gap.

• Metal plate for attaching ceramic tiles.

• Magnetic attachment of plate to the frame.

• Press gently to open and close or use a cup
plunger.

• A wide range of sizes.

Mounting
• Easy installation using spacers lugs.

• Height-adjustable magnets enable perfect
leveling of tiles to the wall surface.

• Ceramic tiles are easily glued to the plate.

• Easy servicing.

 DKP series

Dimensions

Sample installations

Access doors on a PVC frame 
for attaching ceramic tiles

Access doors on a P
for attaching cerattaching cera

Model
Dimensions, mm

B H B2 H2 B1 H1 L

DKP 150x150 156 156 145 145 153 153 30
DKP 150x200 156 206 145 195 153 203 30
DKP 150x300 156 306 145 295 153 303 30
DKP 200x200 206 206 195 195 203 203 30
DKP 200x250 206 256 195 245 203 253 30
DKP 200x300 206 306 195 295 203 303 30
DKP 200x350 206 356 195 345 203 353 30
DKP 200x400 206 406 195 395 203 403 30
DKP 200x450 206 456 195 445 203 453 30
DKP 200x500 206 506 195 495 203 503 30
DKP 250x250 256 256 245 245 253 253 30
DKP 250x300 256 306 245 295 253 303 30
DKP 250x350 256 356 245 345 253 353 30
DKP 250x400 256 406 245 395 253 403 30
DKP 300x300 306 306 295 295 303 303 30
DKP 300x350 306 356 295 345 303 353 30
DKP 300x400 306 406 295 395 303 403 30
DKP 300x450 306 456 295 445 303 453 30
DKP 300x500 306 506 295 495 303 503 30
DKP 400x400 406 406 395 395 403 403 30
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for attaching ceramic tiles
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DKP 200x200 206 206 195 195 203 203 30
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DKP
 Vhodné pod obklad
 Nerezová deska
 Magnetické úchyty




